
 
 
 
 
 
 
 
 
 

OGLJIKOVO JEKLO 3000lbs, 6000lbs 
INOX 3000lbs, 6000lbs / 304,316 

 
 
 

NPT in BSP NAVOJI 
 
 

 

 

OGLJIKOVO JEKLO PO STANDARTU 

ANSI B 16.11 - ASTMA A 105 N 

Dimenzija po standardu ASME B 16.11-2009 

Navoj  po  standardu ANSI B 1.20.1 - 1983 



ASME B 16.11 - 2009 

Reducirni t-kosi 
in kri žni kosi  

                                  reduced tees and  
crosses  

 2 methods of designating outlets (1)  

2 2 
French method 

Francoska metoda 
 

1 3 
reduced crosses 

1 3 
reduced tees 

 
 

4 

4 3 
 

 
1 2 

 
reduced crosses 

American method 
          ameriška metoda 

 

1 

 
2 

 
reduced tees 

 
 

3 
(1) Unless otherwise required we will record your orders in accordance with the american method 

Razen če ni drugače zahtevano bodo naročila v skladu z ameriško metodo 
 
 
 

Dolžina navoja  length of thread  
 
 

* Dimenzija B je minimalna  
dolžina popolnega navoja.  
Dolžina uporabnega navoja  
ne sme biti manjša od L2 

 
Dimension B is minimum 
length of perfect thread. The 
length of useful thread shall 
not be less than L2 

 

 
 

 
Dimenzija  

 
Nominal 
pipe size 

Notranji navoj *  
Internal thread 

Zunanji navoji  
external thread 

 
B min.  

 
L2 min.  

 
A min.  

mm  inches mm  inches mm  inches 

1/8 6,4 0.25 6,7 0.2639 10,0 0.38 
1/4 8,1 0.32 10,2 0.4018 11,0 0.44 
3/8 9,1 0.36 10,4 0.4078 12,5 0.50 
1/2 10,9 0.43 13,6 0.5337 14,5 0.56 
3/4 12,7 0.50 13,9 0.5457 16,0 0.62 
1 14,7 0.58 17,3 0.6828 19,0 0.75 

1 1/4 17,0 0.67 18,0 0.7068 21,0 0.81 
1 1/2 17,8 0.70 18,4 0.7235 21,0 0.81 

2 19,0 0.75 19,2 0.7565 22,0 0.88 
2 1/2 23,6 0.93 28,9 1.138 27,0 1.06 

3 25,9 1.02 30,5 1.200 28,0 1.12 
4 27,7 1.09 33,0 1.300 32,0 1.25 



 

 
 

 

 
Koleno  90° 
serija 3000-6000lbs  

 

Navoj  po  standardu 
ANSI B 1.20.1 - 1983 

 
Thread according to 
ANSI B 1.20.1 - 1983 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Koleno 45°  
serija 3000-6000lbs 
 
Navoj  po  standardu 
ANSI B 1.20.1 - 1983 

 
Thread according to 
ANSI B 1.20.1 - 1983 

 

90° elbow  
class 3000 lb-6000 lb  

 
Dimenzija po standardu 

ASME B 16.11-2009 
 

Dimensions according to 
ASME B 16.11-2009 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

45° elbow  
class 3000 lb-6000 lb  

Dimenzija po standardu 
ASME B 16.11-2009 

 
Dimensions according to 

ASME B 16.11-2009 

 

 
 

Dimenzija 

Nominal 
pipe size 

3000 6000 

C H G C H G 

mm  inches mm  inches mm  inches mm  inches mm  inches mm  inches 

1/4 19 0.75 25 1.00 3,30 0.130 22 0.88 33 1.31 6,60 0.260 
3/8 22 0.88 33 1.31 3,51 0.138 25 1.00 38 1.50 6,98 0.275 
1/2 25 1.00 38 1.50 4,09 0.161 28 1.12 46 1.81 8,15 0.321 
3/4 28 1.12 46 1.81 4,32 0.170 33 1.31 56 2.19 8,53 0.336 
1 33 1.31 56 2.19 4,98 0.196 35 1.38 62 2.44 9,93 0.391 

1 1/4 35 1.38 62 2.44 5,28 0.208 43 1.69 75 2.97 10,59 0.417 
1 1/2 43 1.69 75 2.97 5,50 0.219 44 1.72 84 3.31 11,07 0.436 

2 44 1.72 84 3.31 7,14 0.281 52 2.06 102 4.00 12,09 0.476 
2 1/2 52 2.06 102 4.00 7,65 0.301 64 2.50 121 4.75 15,29 0.602 

3 64 2.50 121 4.75 8,84 0.348 79 3.12 146 5.75 16,64 0.655 
4 79 3.12 152 6.00 11,18 0.440 79 3.12 152 6.00 18,67 0.735 

Dimenzija 

Nominal 
pipe size 

3000 6000 

A H G A H G 

mm  inches mm  inches mm  inches mm  inches mm  inches mm  inches 

1/4 25 0.97 25 1.00 3,30 0.130 28 1.12 33 1.31 6,60 0.260 

3/8 28 1.12 33 1.31 3,51 0.138 33 1.31 38 1.50 6,98 0.275 

1/2 33 1.31 38 1.50 4,09 0.161 38 1.50 46 1.81 8,15 0.321 

3/4 38 1.50 46 1.81 4,32 0.170 44 1.75 56 2.19 8,53 0.336 

1 44 1.75 56 2.19 4,98 0.196 51 2.00 62 2.44 9,93 0.391 

1 1/4 51 2.00 62 2.44 5,28 0.208 60 2.38 75 2.97 10,59 0.417 

1 1/2 60 2.38 75 2.97 5,50 0.219 64 2.50 84 3.31 11,07 0.436 

2 64 2.50 84 3.31 7,14 0.281 83 3.25 102 4.00 12,09 0.476 

2 1/2 83 3.25 102 4.00 7,65 0.301 95 3.75 121 4.75 15,29 0.602 

3 95 3.75 121 4.75 8,84 0.348 106 4.19 146 5.75 16,64 0.655 

4 114 4.50 152 6.00 11,18 0.440 114 4.50 152 6.00 18,67 0.735 



 

 

 
T- kos  
tee 
Navoj po 
standardu 
 ANSI B 1.20.1 
- 1983 

 
Thread 
according to 
ANSI B 1.20.1 - 
1983 

 

serija 3000-
6000lbs  

 

class 3000 lb-6000 lb  
 

Kri žni kos  
cross  

Dimenzija po 
standardu 

ASME B 16.11- 
2009 

Dimensions      
according to ASME 

B 16.11-2009 

 

Dimenzija 
Nominal 
pipe size 

3000 6000 

A H G A H G 

m
m 

inches mm  inches mm  inches mm  inches mm  inches mm  inches 

1/4 2
5 

0.97 25 1.00 3,30 0.130 29 1.12 33 1.31 6,60 0.260 

3/8 2
9 

1.12 33 1.31 3,51 0.138 33 1.31 38 1.50 6,98 0.275 

1/2 3
3 

1.31 38 1.50 4,09 0.161 38 1.50 46 1.81 8,15 0.321 

3/4 3
8 

1.50 46 1.81 4,32 0.170 44 1.75 56 2.19 8,53 0.336 

1 4
4 

1.75 56 2.19 4,98 0.196 51 2,00 62 2.44 9,93 0.391 

1 1/4 5
1 

2.00 62 2.44 5,28 0.208 60 2.38 75 2.97 10,59 0.417 

1 1/2 6
0 

2.38 75 2.97 5,50 0.219 64 2.50 84 3.31 11,07 0.436 

2 6
4 

2.50 84 3.31 7,14 0.281 83 3.25 102 4.00 12,09 0.476 

2 1/2 8
3 

3.25 102 4.00 7,65 0.301 95 3.75 121 4.75 15,29 0.602 

3 9
5 

3.75 121 4.75 8,84 0.348 106 4.19 146 5.75 16,64 0.655 

4 11
4 

4.50 152 6.00 11,18 0.440 114 4.50 152 6.00 18,67 0.735 
 

Objemka  
coupling  
Navoj po standardu 
ANSI B 1.20.1 
- 1983 

Pol objemka  
half-coupling  

 Dimenzija po 
standardu 

ASME B 16.11- 
2009 

 

Thread 
according to 
ANSI B 1.20.1 - 
1983 

 
 
 

serija 3000-6000lbs  

Dimensions 
according to ASME 

B 16.11-2009 
class 3000 lb-6000 lb  

 

Dimenzija 
Nominal 
pipe size 

3000 6000 

W D W D 
mm  inches mm  inches mm  inches mm  inches 

1/4 35 1.38 20 0.75 35 1.38 26 1.00 
3/8 38 1.50 22 0.88 38 1.50 32 1.25 

1/2 48 1.88 28 1.12 48 1.88 38 1.50 

3/4 51 2.00 35 1.38 51 2.00 44 1.75 

1 60 2.38 44 1.75 60 2.38 57 2.25 

1 1/4 67 2.62 57 2.25 67 2.62 64 2.50 

1 1/2 79 3.12 64 2.50 79 3.12 76 3.00 

2 86 3.38 76 3.00 86 3.38 92 3.62 

2 1/2 92 3.62 92 3.62 92 3.62 108 4.25 

3 108 4.25 108 4.25 108 4.25 127 5.00 

4 121 4.75 140 5.50 121 4.75 159 6.25 



 

 

 
Kapa  
serija 3000-
6000lbs  

 

cap  
class 3000 lb-6000 lb  

 

Navoj po standardu  

ANSI B 1.20.1 - 1983 
 

Thread according to 
ANSI B 1.20.1 - 1983 

Dimenzija po standardu 
ASME B 16.11-2009 

 
Dimensions according to 

ASME B 16.11-2009 
 
 
 
 
 

 
 

Čep  
serija 3000-6000lbs  

hex head  
plug  

class 3000 lb-6000 lb  
 

 Navoj po standardu  

ANSI B 1.20.1 - 1983 
 

Thread according to 
ANSI B 1.20.1 - 1983 

Dimenzija po standardu 
ASME B 16.11-2009 

 
Dimensions according to 

ASME B 16.11-2009 

 

 
 

Dimenzija 
Nominal 
pipe size 

3000 6000 

P D G P D G 

m
m 

inches mm  inches mm  inches mm  inches mm  inches mm  inches 

1/4 25 1.00 20 0.75 4,8 0.19 27 1.06 26 1.00 6,4 0.25 
3/8 25 1.00 22 0.88 4,8 0.19 27 1.06 32 1.25 6,4 0.25 
1/2 32 1.25 28 1.12 6,4 0.25 33 1.31 38 1.50 7,9 0.31 
3/4 37 1.44 35 1.38 6,4 0.25 38 1.50 45 1.75 7,9 0.31 
1 41 1.62 45 1.75 9,7 0.38 43 1.69 57 2.25 11,2 0.44 

1 1/4 44 1.75 57 2.25 9,5 0.38 46 1.81 64 2.50 11,2 0.44 
1 1/2 44 1.75 64 2.50 11,2 0.44 48 1.88 76 3.00 12,7 0.50 

2 48 1.88 76 3.00 12,7 0.50 51 2.00 92 3.62 15,7 0.62 
2 1/2 60 2.38 92 3.62 15,7 0.62 64 2.50 108 4.25 19,0 0.75 

3 65 2.56 108 4.25 19,0 0.75 68 2.69 127 5.00 22,4 0.88 
4 68 2.69 140 5.50 22,4 0.88 75 2.94 159 6.25 28,4 1.12 

Dimenzija 
Nominal 
pipe size 

3000-6000 

A min  F nominal  H min.  

mm  inches mm  inches mm  inches 

1/4 11,0 0.44 16,0 0.62 6 0.25 
3/8 13 0.50 18,0 0.69 8 0.31 
1/2 14 0.56 22,0 0.88 8 0.31 
3/4 16,0 0.62 27,0 1.06 10 0.38 
1 19,0 0.75 36,0 1.38 10 0.38 

1 1/4 21 0.81 46,0 1.75 14 0.56 
1 1/2 21 0.81 50,0 2.00 16 0.62 

2 22,0 0.88 65,0 2.50 18 0.69 
2 1/2 27,0 1.06 76,0 3.00 19 0.75 

3 28 1.12 90,0 3.50 21 0.81 
4 32,0 1.25 115,0 4.62 25 1.00 

 



 

 

 
Reducirni 
kos  
serija 3000-6000lbs  

 
Navoj po standardu  
ANSI B 1.20.1 - 1983 

 
Thread according to ANSI B 
1.20.1 - 1983 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Čep 4 kotni  
serija 3000-6000lbs  

Navoj po standardu 
ANSI B 1.20.1 - 1983 
Thread according to 
ANSI B 1.20.1 - 1983 

 

hex head  
bushing  

class 3000 lb-6000 lb  
 

Dimenzija po standardu 
ASME B 16.11-2009 

 
  Dimensions according to 

ASME B 16.11-2009 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

square  
head plug  

class 3000 lb-6000 lb  

Dimenzija po standardu 
ASME B 16.11-2009 

Dimensions according to 
ASME B 16.11-2009 

Dimenzija 
Nominal 
pipe size 

3000-6000 

A min  C nominal  B min  

mm  inches mm  inches mm  inches 

1/8 10 0.38 7 0.28 6 0.25 
1/4 11 0.44 10 0.38 6 0.25 
3/8 13 0.50 11 0.44 8 0.31 
1/2 14 0.56 14 0.56 10 0.38 
3/4 16 0.62 16 0.62 11 0.44 
1 19 0.75 21 0.81 13 0.50 

1 1/4 21 0.81 24 0.94 14 0.56 
1 1/2 21 0.81 28 1.12 16 0.62 

2 22 0.88 32 1.31 18 0.69 
2 1/2 27 1.06 36 1.50 19 0.75 

3 28 1.12 41 1.69 21 0.81 
4 32 1.25 65 2.50 25 1.00 

 

Dimenzija 
Nominal 
pipe size 

3000 - 6000 

A min.  F nominal  G min.  

mm  inches mm  inches mm  inches 

3/8 x 1/4 13 0.50 18,0 0.69 4 0.16 
1/2 x 3/8 14 0.56 22,0 0.88 5 0.19 
1/2 x 1/4 14 0.56 22,0 0.88 5 0.19 
3/4 x 1/2 16,0 0.62 27,0 1.06 6 0.22 
3/4 x 1/4 16,0 0.62 27,0 1.06 6 0.22 
1 x 3/4 19,0 0.75 36,0 1.38 6 0.25 
1 x 1/2 19,0 0.75 36,0 1.38 6 0.25 
1 x 1/4 19,0 0.75 36,0 1.38 6 0.25 

1 1/4 x 1 21 0.81 46,0 1.75 7 0.28 
1 1/2 x 1 21 0.81 50,0 2.00 8 0.31 

1 1/2 x 3/4 21 0.81 50,0 2.00 8 0.31 
1 1/2 x 1/2 21 0.81 50,0 2.00 8 0.31 
2 x 1 1/2 22,0 0.88 65,0 2.50 9 0.34 

2 x 1 22,0 0.88 65,0 2.50 9 0.34 
2 1/2 x 2 27,0 1.06 75,0 3.00 10 0.38 

3 x 2 28 1.12 90,0 3.50 10 0.41 
4 x 3 32,0 1.25 115,0 4.62 13 0.50 
4 x 2 32,0 1.25 115,0 4.62 13 0.50 

 



 

 

 
Čep okrogli  
serija 3000-6000lbs  
Navoj po standardu 
ANSI B 1.20.1 - 1983 

 
Thread according to 
ANSI B 1.20.1 - 1983 

 

round head  
plug  

class 3000 lb-6000 lb 
Dimenzija po 
standardu ASME B 
16.11-2009 

 
Dimensions according to 
ASME B 16.11-2009 

 

75 mm length available on request. Bull Plug available on request. 
 

R-kos     
ženski-moški     
serija 3000lbs  

 
Navoj po standardu ANSI B 
1.20.1 - 1983 

female-male  
reducer  
class 3000 lb  

 
Thread according to ANSI 
B 1.20.1 - 1983 

 
Dimenzija 
 Nominal 
pipe size 

3000 

M (1) N (1) 

mm  inches mm  inches 

3/8 x 1/4 42 1.50 22 0.87 

1/2 x 3/8 49 1.81 28 1.10 

1/2 x 1/4 49 1.81 28 1.10 

3/4 x 1/2 59 2.01 35 1.38 

1 x 3/4 63 2.36 45 1.77 

1 x 1/2 61 2.36 45 1.77 

1 x 1/4 60 2.36 45 12.77 

1 1/4 x 1 72 2.83 60 2.24 

1 1/2 x 1 72 2.76 63 2.48 

1 1/2 x 3/4 67 2.76 63 2.48 

1 1/2 x 1/2 67 2.76 63 2.48 

2 x 1/2 71 2.79 75 2.95 

2 x 1 76 2.99 75 2.95 

2 1/2 x 2 92 3.74 95 3.74 

3 x 2 95 3.94 110 4.33 

4 x 3 113 4.33 140 5.51 

4 x 2 100 4.33 140 5.51 

(1) Dimensions not listed in ASME B 16.11 - 2009 and BS 3799 - 1974 may vary according to the manufacturer. Available with 75mm length 

Dimenzija 
 Nominal 
pipe size 

3000-6000 

A min  E nominal  D min  

mm  inches mm  inches mm  inches 

1/8 10 0.38 10 0.41 35 1.38 
1/4 11 0.44 14 0.53 41 1.62 
3/8 13 0.50 18 0.69 41 1.62 
1/2 14 0.56 21 0.84 44 1.75 
3/4 16 0.62 27 1.06 44 1.75 
1 19 0.75 33 1.31 51 2.00 

1 1/4 21 0.81 43 1.69 51 2.00 
1 1/2 21 0.81 48 1.91 51 2.00 

2 22 0.88 60 2.38 64 2.50 
2 1/2 27 1.06 73 2.88 70 2.75 

3 28 1.12 89 3.50 70 2.75 
4 32 1.25 114 4.50 76 3.00 



 

 

 
Reducirni 
dvovija čnik  
serija 3000-6000lbs  

 

reducing hexagonal  
nipple  

class 3000 lb - 6000 lb  

 
 
 
 
 
 

Navoj po standardu ANSI B 
1.20.1 - 1983 

 
Thread according to 
ANSI B 1.20.1 - 1983 

Dimenzija po 
standardu BS 3799 
- 1974 

 
Dimensions according to 
BS 3799 - 1974

 

  
 

* Dimension «b» is nominal and is subject to normal manufacturing tolerances 

Dimenzija 
Nominal 

pipe sizes 

 
A 

(mini)  

 
E 

(mini)  

 
F 

(mini)  

 
C 

(mini)  

 
W 

(mini)  

b* 

 
3000 

 
6000 

pouces  
inches 

mm  
mm 

 
mm  

 
inc. 

 
mm  

 
inc. 

 
mm  

 
inc. 

 
mm  

 
inc. 

 
mm  

 
inc. 

 
mm  

 
inc. 

 
mm  

 
inc. 

 
1/4 x 1/8 

 
8 x 6 

 

15 
 

0.59 
 

15 
 

0.59 
 

10 
 

0.39 
 

5 
 

0.19 
 

31 
 

1.22 
 

5 
 

0.20 
 

2 
 

0.08 

 
3/8 x 1/4 

 
10 x 8 

 
18 

 
0.71 

 
16 

 
0.63 

 
15 

 
0.59 

 
8 

 
0.31 

 
39 

 
1.54 

 
8 

 
0.31 

 
6 

 
0.24 

 
1/2 x 3/8 

 
15 x 10 

 
22 

 
0.87 

 
20 

 
0.79 

 
16 

 
0.63 

 
8 

 
0.31 

 
44 

 
1.73 

 
11 

 
0.43 

 
8 

 
0.31 

 
1/2 x 1/4 

 
15 x 8 

 
22 

 
0.87 

 
20 

 
0.79 

 
15 

 
0.59 

 
8 

 
0.31 

 
43 

 
1.69 

 
8 

 
0.31 

 
6 

 
0.24 

 
3/4 x 1/2 

 
20 x 15 

 
27 

 
1.06 

 
21 

 
0.83 

 
20 

 
0.79 

 
9 

 
0.35 

 
50 

 
1.97 

 
14 

 
0.55 

 
11 

 
0.43 

 
3/4 x 3/8 

 
20 x 10 

 
27 

 
1.06 

 
21 

 
0.83 

 
16 

 
0.63 

 
9 

 
0.35 

 
46 

 
1.81 

 
11 

 
0.43 

 
8 

 
0.31 

 
1 x 3/4 

 
25 x 20 

 
35 

 
1.38 

 
25 

 
0.98 

 
21 

 
0.83 

 
10 

 
0.39 

 
56 

 
2.20 

 
19 

 
0.75 

 
13 

 
0.51 

 
1 x 1/2 

 
25 x 15 

 
35 

 
1.38 

 
25 

 
0.98 

 
20 

 
0.79 

 
10 

 
0.39 

 
55 

 
2.17 

 
14 

 
0.55 

 
11 

 
0.43 

 
1 1/2 x 1 

 
40 x 25 

 
50 

 
1.97 

 
26 

 
1.02 

 
25 

 
0,98 

 
16 

 
0.63 

 
67 

 
2.64 

 
24 

 
0.94 

 
17 

 
0.67 

 
1 1/2 x 3/4 

 
40 x 20 

 
50 

 
1.97 

 
26 

 
1.02 

 
21 

 
0.83 

 
16 

 
0.63 

 
63 

 
2.48 

 
19 

 
0.75 

 
13 

 
0.51 

 
1 1/2 x 1/2 

 
40 x 15 

 
50 

 
1.97 

 
26 

 
1.02 

 
20 

 
0.79 

 
16 

 
0.63 

 
62 

 
2.44 

 
14 

 
0.55 

 
11 

 
0.43 

 
2 x 1 1/2 

 
50 x 40 

 
62 

 
2.44 

 
27 

 
1.06 

 
26 

 
1.02 

 
17 

 
0.67 

 
70 

 
2.76 

 
38 

 
1.50 

 
30 

 
1.18 

 
2 x 1 

 
50 x 25 

 
62 

 
2.44 

 
27 

 
1.06 

 
25 

 
0.98 

 
18 

 
0.71 

 
70 

 
2.76 

 
24 

 
0.94 

 
17 

 
0.67 

 
2 x 3/4 

 
50 x 20 

 
62 

 
2.44 

 
27 

 
1.06 

 
21 

 
0.83 

 
17 

 
0.67 

 
65 

 
2.60 

 
19 

 
0.75 

 
13 

 
0.51 

 
2 x 1/2 

 
50 x 15 

 
62 

 
2.44 

 
27 

 
1.06 

 
20 

 
0.79 

 
18 

 
0.71 

 
65 

 
2.60 

 
14 

 
0.55 

 
11 

 
0.43 



 
  
 

Reducirna 
objemka  
serija 3000 – 6000lbs  

 
 

Navoj po standardu 
ANSI B 1.20.1 - 1983 

 
Thread according to 
ANSI B 1.20.1 - 1983 

reducing  
coupling  

class 3000 lb - 6000 lb  
 
 

Dimezije enake kot za 
objemke 

 
Same dimensions 

as for couplings 

ASME B16-11 2009 
 

Dimenzija 
Nominal 

pipe sizes 

3000 6000 

W (1) D (1) W (1) D (1) 

mm  inches mm  inches mm  inches mm  inches 
 

3/8 x 1/4 38 1.50 22 0.87 38 1.50 32 1.26 

 
1/2 x 3/8 

 

48 
 

1.89 
 

28 
 

1.10 
 

48 
 

1.88 
 

38 
 

1.50 

 
1/2 x 1/4 

 
48 

 
1.89 

 
28 

 
1.10 

 
48 

 
1.88 

 
38 

 
1.50 

 
3/4 x 1/2 

 
51 

 
2.00 

 
35 

 
1.38 

 
51 

 
2.00 

 
45 

 
1.77 

 
3/4 x 1/4 

 

51 
 

2.00 
 

35 
 

1.38 
 

51 
 

2.00 
 

45 
 

1.77 

 
1 x 3/4 

 

60 
 

2.36 
 

45 
 

1.77 
 

60 
 

2.36 
 

57 
 

2.24 

 
1 x 1/2 

 

60 
 

2.36 
 

45 
 

1.77 
 

60 
 

2.36 
 

57 
 

2.24 

 
1 x 1/4 

 

60 
 

2.36 
 

45 
 

1.77 
 

60 
 

2.36 
 

57 
 

2.24 

 
1 1/4 x 1 

 
67 

 
2.64 

 
57 

 
2.24 

 
67 

 
2.64 

 
63 

 
2.48 

 
1 1/2 x 1 

 
79 

 
3.11 

 
64 

 
2.52 

 
79 

 
3.11 

 
76 

 
2.99 

 
1 1/2 x 3/4 

 
79 

 
3.11 

 
64 

 
2.52 

 
79 

 
3.11 

 
76 

 
2.99 

 
1 1/2 x 1/2 

 
79 

 
3.11 

 
64 

 
2.52 

 
79 

 
3.11 

 
76 

 
2.99 

 
2 x 1 1/2 

 
86 

 
3.39 

 
76 

 
2.99 

 
86 

 
3.39 

 
92 

 
3.62 

 
2 x 1 

 
86 

 
3.39 

 
76 

 
2.99 

 
86 

 
3.39 

 
92 

 
3.62 

 
2 1/2 x 2 

 
92 

 
3.62 

 
92 

 
3.62 

 
92 

 
3.62 

 
108 

 
4.25 

 
3 x 2 

 
108 

 
4.25 

 
108 

 
4.25 

 
108 

 
4.25 

 
127 

 
5.00 

 
4  x 3 

 
121 

 
4.75 

 
140 

 
5.50 

 
121 

 
4.75 

 
159 

 
6.25 

 
4 x 2 

 
121 

 
4.75 

 
140 

 
5.50 

 
121 

 
4.75 

 
159 

 
6.25 

 

(1) Dimensions not listed in ASME B 16.11 - 2009 and BS 3799 - 1974 may vary according to the manufacturer. 



 

 

 
Dvovija čnik  
serija 3000 – 6000lbs  

 

hexagonal nipple  
class 3000 lb - 6000 lb  

 
 
 
 

 
Navoj po standardu ANSI B 
1.20.1 - 1983 

 
Thread according to 
ANSI B 1.20.1 - 1983 

       Dimenzija po 
standardu BS 
3799 - 1974 

 
Dimensions according to 

BS 3799 - 1974 
 

Dimenzija 
Nominal 

pipe sizes 

 
A 

(mini)  

 
E 

(mini)  

 
C 

(mini)  

 
W 

(mini)  

B* 

 
3000 

 
6000 

pouces  
inches 

mm  
mm 

mm  inc. mm  inc. mm  inc. mm  inc. mm  inc. mm  inc. 

1/8 6 11 0.43 10 0.39 6 0.24 26 1.02 5 0.20 2 0.08 

1/4 8 15 0.59 15 0.59 6 0.24 36 1.42 8 0.31 6 0.24 

3/8 10 18 0.71 16 0.63 8 0.31 40 1.57 11 0.43 8 0.31 

1/2 15 22 0.87 20 0.79 8 0.31 48 1.89 14 0.55 11 0.43 

3/4 20 27 1.06 21 0.83 10 0.39 52 2.05 19 0.75 13 0.51 

1 25 35 1.38 25 0.98 10 0.39 60 2.36 24 0.94 17 0.67 

1”1/2  40 50 1.97 26 1.02 16 0.63 68 2.68 38 1.50 30 1.18 

2 50 62 2.44 27 1.06 17 0.67 71 2.80 49 1.93 39 1.54 

 

Varilni nastavek 
NN  
serija 3000 – 6000lbs  

welding boss  
class 3000 lb - 6000 lb  

 

Navoj po standardu 
ANSI B 1.20.1 - 1983 

 
Thread according to 
ANSI B 1.20.1 - 1983 

 
From 1/4” to 2”  O=0.375 in 

 

Dimenzija
Nominal 
pipe size 

3000 - 6000 

K (1) M (1) N (1) 

mm  inches mm  inches mm  inches 

1/4 30 1,18 28,0 1,10 14,0 0,55 

3/8 30 1,18 32,0 1,26 17,4 0,69 

1/2 33,5 1,32 38,0 1,50 21,6 0,85 

3/4 35,5 1,40 45 1,77 26,9 1,06 

1 43,0 1,69 63 2,48 33,6 1,32 

1 1/4 48,0 1,89 68 2,68 42,4 1,67 

1 1/2 51,0 2,00 76 3,00 48,5 1,91 

2 57,5 2,26 95 3,74 60,9 2,40 



 

 

 
Koleno ZN  
serija 3000 – 6000lbs  

 

90° street elbow  
class 3000 lb - 6000 lb  

 

 
Navoj po standardu ANSI B 
1.20.1 - 1983 

 
Thread according to 
ANSI B 1.20.1 - 1983 

Dimenzija po 
standardu ASME B 
16.11 - 2009 

 
Dimensions according to 

ASME B 16.11 - 2009 
 

Dimenzija 

 Nominal 
pipe size 

3000 6000 

A J A J 

mm  inches mm  inches mm  inches mm  inches 

1/4 25 0.97 32 1.25 28 1.12 38 1.50 

3/8 28 1.12 38 1.50 33 1.31 41 1.62 

1/2 33 1.31 41 1.62 38 1.50 48 1.88 

3/4 38 1.50 48 1.88 44 1.75 57 2.25 

1 44 1.75 57 2.25 51 2.00 66 2.62 

1 1/4 51 2.00 66 2.62 60 2.38 71 2.81 

1 1/2 60 2.38 71 2.81 64 2.50 84 3.31 

2 64 2.50 84 3.31 83 3.25 105 4.13 

 

 

Koleno s holandcem  
 
T- kos s holandcem  
 
serija 3000lbs (1)  

union elbow  
union tee  
class 3000 lb (1)  

 

Navoj po standardu ANSI B 
1.20.1 - 1983 

 
Thread according to 
ANSI B 1.20.1 - 1983 

 
ž/ž (F.F.) 

Female/ 
Female 

 
 
 
 
 

m/ž (M.F.) 

Male/ 
Female

 
 

 
3000 

M 
(1) 

mm  29 29,5 35,5 39,5 45,5 61 61 84 

inches 1.14 1.16 1.40 1.56 1.79 2.40 2.40 3.31 

N 
(1) 

mm  33 33 38 46 56 76 76 102 

inches 1.30 1.30 1.50 1.81 2.20 3.00 3.00 4.02 

O 
(1) 

mm  51,5 52,5 61,5 67 76 94 100 130 

inches 2.03 2.07 2.42 2.64 2.99 3.70 3.94 5.12 

P 
(1) 

mm  67 72,5 83 90 102 123 129 160 

inches 2.64 2.85 3.27 3.55 4.25 4.84 5.08 6.30 
(1) Dimensions not listed in ASME B 16.11 - 2009 and BS 3799 - 1974 may vary according to the manufacturer. 

Dimenzija  
 
 Nominal 
pipe size 

1/4 3/8 1/2 3/4 1 1 1/4 1 1/2 2



 
  
 

Holandec  
serija 3000 – 6000lbs  

Navoj po standardu ANSI B 
1.20.1 - 1983 

 
Thread according to 
ANSI B 1.20.1 - 1983 

female-female  
union  

class 3000 lb - 6000 lb  
 

Dimenzija po standardu 
MSS SP 83-BS 3799 

 
Dimensions according to 

MSS SP 83-BS 3799 
 
 
 
 

Dimenzija 

Nominal 
pipe size 

3000 6000 

Q (1) R (1) Q (1) R (1) 

mm  inches mm  inches mm  inches mm  inches 

1/4 45 1.67 36,0 1.42     

3/8 51 1.87 41,0 1.62     

1/2 52 2.05 46,0 1.81 63 2.72 64,5 2.36 

3/4 57 2.25 56,0 2.20 63 2.84 64,5 2.84 

1 63 2.48 65,0 2.56 71 3.15 80,0 3.15 

1 1/4 66 2.76 80,0 3.07 89 3.50 87,0 3.70 

1 1/2 78 30.7 87,0 3.39 89 4.25 100,0 3.94 

2 91 3.50 100,0 4.06 119 4.49 122,0 4.80 

2 1/2 118 4.49 125,0 4.80 128 5.13 144,0 5.67 

3 120 5.12 144,0 5.67 148 5.91 200,0 7.09 

4 148 5.91 200,0 7.09     

(1) Dimensions may vary according to the manufacturer. 
 
 

Holandec m/ž  
serija 3000 – 6000lbs  

Navoj po standardu ANSI B 
1.20.1 - 1983 

 
Thread according to 
ANSI B 1.20.1 - 1983 

male-female  
union  

class 3000 lb - 6000 lb  

 
 
 

 

 
(1) Dimensions may vary according to the manufacturer. 

Dimenzija 
Nominal 
pipe size 

3000 6000 

Q (1) R (1) Q (1) R (1) 

mm  inches mm  inches mm  inches mm  inches 

1/4 61,0 2.48 36,0 1.26     

3/8 69,0 2.72 41,0 1.50     

1/2 75,0 3.03 46,0 1.81 94,5 3.72 64,5 2.36 

3/4 80,0 3.15 56,0 2.00 98,5 3.88 64,5 2.84 

1 90,0 3.82 65,0 2.36 108,0 4.25 80,0 3.15 

1 1/4 98,0 3.98 80,0 2.84 120,0 4.72 87,0 3.70 

1 1/2 100,0 4.33 87,0 3.15 138,0 5.44 100,0 3.94 

2 120,0 4.72 100,0 3.70 146,0 5.75 122,0 4.80 

 



  
 
 

 

Cevni navoj pipe nipple  
 
 
 
 

 
Buttwelding end according 
to ASME B 16-25 - 2007 

 
Dimenzije po standardu / according to: A733-03 / ASME B36.10-04 / 

A106-10  

Cut square plain end 

 
 
 

Cevni navoji po standardu 
ANSI B 1.20.1 - 1983 

Thread ends according to 
ANSI B 1.20.1 - 1983 

 
 
 
 

  

DIM. 

NOM. 
SIZE 

 

O.D.  
CLOSE 

LENGTH  

STANDARDNE DOL ŽINE / STANDARD LENGTH  

1”1/2  (38,1 mm)  2”  (50,8 mm)  2”1/2  (63,5 mm)  3”  (76,2 mm)  4”  (101,6 mm)  5”  (127 mm)  6”  (152,4 mm)  8”  (203,2 mm)  12”  (304,8 mm)  

mm  inch  Sch.  
40 

Sch.  
80 

Sch.  
160 

Sch.  
XXS 

Sch.  
40 

Sch.  
80 

Sch.  
160 

Sch.  
XXS 

Sch.  
40 

Sch.  
80 

Sch.  
160 

Sch.  
XXS 

Sch.  
40 

Sch.  
80 

Sch.  
160 

Sch.  
XXS 

Sch.  
40 

Sch.  
80 

Sch.  
160 

Sch.  
XXS 

Sch.  
40 

Sch.  
80 

Sch.  
160 

Sch.  
XXS 

Sch.  
40 

Sch.  
80 

Sch.  
160 

Sch.  
XXS 

Sch.  
40 

Sch.  
80 

Sch.  
160 

Sch.  
XXS 

Sch.  
40 

Sch.  
80 

Sch.  
160 

Sch.  
XXS 

 
1/8” 

 
10,3 

 
0,405 

 
3/4” 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
1/4” 

 
13,7 

 
0,540 

 
7/8” 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
3/8” 

 
17,1 

 
0,675 

 
1” 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
1/2” 

 
21,3 

 
0,840 

 
1”1/8 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
3/4” 

 
26,7 

 
1,050 

 
1”3/8 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
1” 

 
33,4 

 
1,315 

 
1”1/2 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
1”1/4 

 
42,2 

 
1,660 

 
1”5/8 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
1”1/2 

 
48,3 

 
1,900 

 
1”3/4 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
2” 

 
60,3 

 
2,375 

 
2” 

 
- 

 
- 

 
- 

 
- 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
OK 

 
2”1/2 

 
73,0 

 
2,875 

 
2”1/2 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
3” 

 
88,9 

 
3,500 

 
3” 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
4” 

 
114,3 

 
4,500 

 
4” 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
- 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 
OK 

 
OK 

 
- 

 
OK 

 

 


